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SWAP (SIZE, WEIGHT AND POWER)
Dimensions (HxWxD) 350 x 275 x 107 mm

Weight / Volume 5 Kg Approx / 2.5 L

Power Supply 48V DC

Power Consumption 60W Typical

SYSTEM
Type Indoor, Outdoor

Mounting Pole, Wall

Frequency Band GSM 850 / 900 / 1800/ 1900

Functionality
Integrated Functionality of GSM 
3GPP Network Elements – 1 TRX 

BTS, BSC, MSC, HLR, SMSC, 
SGSN, GGSN and SIP/RTP

RF Power Output at 
Antenna Port +33dBm (2W)

Receiver Sensitivity 
(EFR/TU50 Excluding 
Diversity)

-109dBm

CAPACITY

Subscriber Provisioning 1000 (Maximum 1000 Registered 
Subscribers)

BHCA 1000

Concurrent Voice Calls 7 with FR, 14 with AMR-HR

EGPRS Timeslots
VoIP Accounts per 
Subscriber 5

SMS per Second 30 per Second

FEATURES

User Services GSM Voice, SMS, GPRS, EGPRS, 
SMS Broadcast, Cell Broadcast

Supplementary Services Call Hold/Waiting/Forwarding/
Multi-Party Call/DTMF

3GPP Compliance Release 5, GSM

Clock GPS, IEEE 1588
Voice Codec on GSM 
Interface FR, AMR*, EFR*

Voice Codec on VoIP 
Interface G.711, iLBC, G.729ab*, G.723.1*

EGPRS MCS1-9, Uplink and Downlink

VoIP Protocol SIP, RTP

SIP Interface SIP Trunk, SIP Extension

O&M Web Based GUI

PHYSICAL INTERFACES
Ethernet Port 1 (RJ45, Fast Ethernet)

Power Input 48V DC

Network Scan Port SMA-Female

RF Antenna Port N-Female

ENVIRONMENT
Water and Dust 
Protection IP 65

Storage ETS 300 019-1-1, Class 1.2

Transportation ETS 300 019-1-2, Class 2.3

Operating Conditions ETS 300 019-1-4, Class 4.2
ETS 300 019-1-4, Class 4.1

Operating Temperature 
Range

-20° C to +55 °C / -30° C to +55 °C 

* License-Based
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